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Product Specification
LifeBook B112

STANDARD FEATURES

System, processors, architecture

· 233MHz Intel Pentium Processor with MMX Technology

· 512KB Synchronous Pipelined Burst L2 cache

· Intel 430Tx Chipset

· PCI Bus, Rev. 2.1 compliant
BIOS

· Phoenix Note Bios 4.0 release 6.0: supports APM1.2, System Management Bios 2.1

· Plug and Play 1.0A
Memory

· 32MB SDRAM standard

· Maximum 160MB (1 upgrade slot for additional 32, 64 or 128MB module)
Storage devices

· 3.2 GB HDD

· external 3.5” 1.44MB floppy drive

· external 20x CD-ROM (optional)

Display

· 8.4” TFT SVGA, 800x600/64K colours

· Touch Screen

Graphics

· 2MB EDO Video RAM

· Neo Magic 2160 controller

· Max external CRT 

– 1024x768/64K /85Hz

Audio

· ES1879S, Sound Blaster Pro compatible

· 16-bit stereo sound

· 2 speakers

· 1 mic in

· 1 headphone line out 

· volume control (hardware)

I/O interfaces

· Notebook core: 4 Mbps Infrared link (IrDA 1.1), 1 typeI or 1 type IIPC Card slots, 1 PS/2 type port for external keyboard /keypad, 2 USB ports, 1 mic in, 1 headphone line out, docking connector.

· Connector Box: 1 serial port, 1 parallel port, 1 PS/2 type port for external keyboard /keypad,1 external CRT port


Keyboard & pointing device

· QuickPOINT mouse
· Touch Screen with Stylus
· External mouse supported with USB or Serial mice (PS/2 mouse, and mice with wheel functionality not supported in Touch Screen models)

Security

· User and supervisor password

· Password from resume

· Kensington lock support

· F-Prot anti-virus protection

· Boot sector virus protection

Power system

· LiIon battery, 2nd battery supported in external cradle

· External  Mini AC adapter 

· Up to 4/1battery (results obtained in ZD BatteryMark 2.0 benchmark, actual times may vary depending on use, configuration and system load)

Software

· Windows 98 with MS Word 97, MS Works, EasyGUIDE on-line user documentation, PC-Doctor and F-Secure anti-virus protection 

Approvals

· CE and TüV

· Energy Star

Operating conditions, approvals

· 5°C to 35°C degrees (ambient temperature) 

· 20% to 85% relative humidity, non-condensing 

· AC input 100-240v/50-60Hz 

Dimensions and weight

· Notebook core: 230x170x29, 1.1kg

· Connector Box: 230x30x24, 130g

Warranty

· 1 year warranty

OPTIONS

· 32, 64 and 128MB SDRAM upgrade modules, additional batteries, additional connector box, external battery charger cradle (includes extra battery), external CD-ROM, PCMCIA cards and carrying cases
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